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Warnings and Caution Notes as Used in this Publication 

 WARNING 
Warning notices are used in this publication to emphasize that hazardous voltages, currents, temperatures, or 
other conditions that could cause personal injury exist in this equipment or may be associated with its use. 

In situations where inattention could cause either personal injury or damage to equipment, a Warning notice is 
used. 

 CAUTION 
Caution notices are used where equipment might be damaged if care is not taken. 

 

Note: Notes merely call attention to information that is especially significant to understanding and 
operating the equipment. 

 

These instructions do not purport to cover all details or variations in equipment, nor to provide for every 
possible contingency to be met during installation, operation, and maintenance. The information is 
supplied for informational purposes only, and Emerson makes no warranty as to the accuracy of the 
information included herein. Changes, modifications, and/or improvements to equipment and 
specifications are made periodically and these changes may or may not be reflected herein. It is 
understood that Emerson may make changes, modifications, or improvements to the equipment 
referenced herein or to the document itself at any time. This document is intended for trained personnel 
familiar with the Emerson products referenced herein. 

 

Emerson may have patents or pending patent applications covering subject matter in this document. The 
furnishing of this document does not provide any license whatsoever to any of these patents. 

 

Emerson provides the following document and the information included therein as-is and without 
warranty of any kind, expressed or implied, including but not limited to any implied statutory warranty of 
merchantability or fitness for particular purpose. 
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Introduction 
Advanced Diagnostics mixed I/O Analog Current/Voltage module, IC694ALG542, provides four differential 
input channels and two single-ended output channels. Each channel can be configured with the Machine 
Edition software for one of the following ranges0 to +10 volts (unipolar), default. 

• -10 to +10 volts (bipolar) 

• 0 to 20 mA 

• 4 to 20 mA  

Input channels can also be configured for 4–20 mA Enhanced mode. 

Individual outputs can be configured to either Hold Last State if system power is interrupted or to reset to 
the low end of their range. Outputs can also be configured to operate in ramp mode on command from the 
application program.  In ramp mode, the output channel ramps to a new value over a period, rather than 
taking the new value immediately. 

High and low alarm limits can be set for all input channels and an open wire fault (current output modes) 
can be reported to the CPU for each output channel. 

For safe use instructions, please reference GFK-3069, PACSystems RX3i Installation Maintenance Requirements.  

Module Features 
• Configurable scaling and offsets per channel 

• High alarm, low alarm, high-high alarm, low-low alarm detection, and reporting selectable per channel 

• Module fault reporting 

• Supports diagnostic point fault contacts in the logic program 

• Supports firmware upgrades  

• Positive and negative Rate of Change Alarms  

• Display of module serial number, revision, and manufacturing date code in the programming software. 

• Supports hot insertion/removal on Rx3i main rack. 

 

Isolated +24 VDC Power 
This module requires 150mA plus loop current(s) from a user-supplied 24 VDC external source. 
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LEDs 
The MODULE OK LED provides module status information as follows: 

ON:  status is OK, the module configured; 

OFF:  no backplane power or software not running (watchdog timer timed out); 

Continuous rapid blinking:  configuration data not received from CPU; 

Slow blinking, then OFF:  failed power-up diagnostics or encountered code execution error  

The USER SUPPLY LED indicates that the external 24 VDC supply is within specifications. 

 

Specifications: ALG542 
Specification Description 

Power Requirements 

External Supply Voltage Range Power 
Supply Rejection Ratio  

 

Voltage Ripple 

20 to 30 VDC (24 VDC typical) 

Current: 5 μA/V (typical), 10 μA/V (maximum) 
Voltage: 25 mV/V (typical), 50 mV/V (maximum)  
(Measured by varying VUSER from 24 VDC to 30 VDC) 

10% 

Power Consumption 95 mA from backplane +5 VDC supply 

150 mA from external +24 VDC supply 

Update Rate Update Rate: 2ms 

Isolation Field to Backplane (optical) 
and to frame ground 

250 VAC continuous; 1500 VAC for 1 minute 

Analog Outputs  Two, Single–Ended 

Analog Current Output 

Output Current Ranges 0 to 20 mA, 4 to 20 mA 

Resolution 0 to 20 mA: 0.625 μA (1 LSB = 0.625 μA) 
4 to 20 mA:  0.5   μA (1 LSB = 0.5 μA) 

Absolute Accuracy1,5 ±0.1% of full scale @ 25°C (77°F), typical 
±0.25% of full scale @ 25°C (77°F), maximum 
±0.5% of full scale over operating temperature range (maximum) 

Maximum Compliance Voltage VUSER –3 V (minimum) to VUSER  (maximum) 

User Load 0 to 850 Ω (minimum at VUSER = 20 V, maximum 1350 Ω at VUSER = 30 V)  

Output Load Capacitance 2000 pF (maximum) 
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Specification Description 

Output Load Inductance 1 H (maximum) 

Analog Voltage Output 

Output Ranges -10 to +10 V (bipolar), 0 to +10 V (unipolar) 

Resolution –10 V to +10 V:  0.3125 mV (1 LSB = 0.3125 mV) 
0 to +10 V:   0.3125 mV (1 LSB = 0.3125 mV) 

Absolute Accuracy2,5 ±0.25% of full scale @ 25°C (77°F), typical 
±0.5% of full scale @ 25°C (77°F), maximum 
±1.0% of full scale over operating temperature range (maximum) 

Output Loading 5 mA (2 K Ohms minimum resistance) 

Output Load Capacitance 1 μF (maximum capacitance) 

Analog Inputs Four, differential 

Analog Current Input 

Input Ranges 0 to 20 mA, 4 to 20 mA, 4 to 20 mA Enhanced 

Resolution 0–20 mA: 0.625 μA (1 LSB = 0.625 μA) 

4–20 mA: 0.5 μA/bit (1 LSB = 0.5 μA) 

4–20 mA Enhanced: 0.5μA/bit (1 LSB = 0.5 μA) 

Absolute Accuracy at 0–20mA3,5 +/-0.25% of full scale @25 °C (77 °F); 

±0.5% of full scale over specified operating temperature range 

Absolute Accuracy at 4–20mA3,5 +/-0.25% of full scale @25°C (77°F); 

±0.5% of full scale over the specified operating temperature range 

Absolute Accuracy at 4–20mA 

Enhanced3,5 
+/-0.25% of full scale @25°C (77°F); 

±0.5% of full scale over the specified operating temperature range 

Linearity <4 LSB 

Linearity <4 LSB 

Common Mode Voltage 200 VDC (maximum) 

Common Mode Rejection >70 dB at DC; >70 dB at 60 Hz 

Cross Channel Rejection >80 dB from DC to 1 kHz 

Input Impedance 250 Ω 

Input Filter Response 55 Hz 

Analog Voltage Input 

Input Ranges 0 to +10 V (unipolar), -10 to +10 V (bipolar) 

Calibration Factory calibrated to: 
 2.5 mV per count on 0 V to +10 V (unipolar) range 
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Specification Description 

 5 mV per count on -10 to +10 V (bipolar) range 

Resolution at 0V to +10V 0 to +10 V: 0.3125 mV (1 LSB = 0.3125 mV) 
–10 to +10 V: 0.3125 mV (1 LSB = 0.3125 mV) 

Resolution at -10V to +10V 1 LSB = 0.3125 mV 

Absolute Accuracy4,5 
over the specified operating 
temperature range 

+/-0.25% of full scale @25°C (77°F); 

+/-0.5% of full scale over the specified operating temperature range 

Linearity <4 LSB 

Common Mode Voltage 200 VDC (maximum) 

Common Mode Rejection >70 dB at DC; >70 dB at 60 Hz 

Cross Channel Rejection >80 dB from DC to 1 kHz 

Input Impedance 800 K Ohms (typical) 

Input Filter Response 55 Hz 

1Analog Current output: In the presence of severe Radiated RF interference (IEC 61000-4-3, 10V/m), accuracy may 
be degraded to ±1% of full scale. 

2Analog Voltage output: In the presence of severe Radiated RF interference (IEC 61000-4-3, 10V/m), accuracy may 
be degraded to ±4% of full scale. 

3Analog Current Input: In the presence of severe Radiated RF interference (IEC 61000-4-3, 10V/m), accuracy may be 
degraded to ±2% of full scale.      

4Analog Voltage Input: In the presence of severe Radiated RF interference (IEC 61000-4-3, 10V/m), accuracy may be 
degraded to ±1% of full scale.   

5Applicable for all outputs and inputs: In the presence of severe Conducted RF interference (IEC 61000-4-6, 
10Vrms), accuracy may be degraded to ±2% of full scale. 

Refer to the PACSystems RX3i System Manual (GFK-2314), for product standards, general operating 
specifications, and installation requirements  
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Configuration 
The following parameters can be configured using the PAC Machine Edition software. 

Module Parameters 
Parameter Choices Description 

Input Reference 
Address 

Valid memory types: %AI (default), 
%AQ, %R, %W, Symbolic Memory* 

The starting address in memory for 
input data from the module.  

*Note: To support Symbolic Memories, 
the “Variable Mode” property should be 
enabled in PME. 

Input Reference Length Read-only Each input channel provides two words 
of analog data to the Controller CPU. 

Output Reference 
Address 

Valid memory types: %AI (default), 
%AQ, %R, %W, Symbolic Memory* 

The starting address in memory for 
output data to the module. 

*Note: To support Symbolic Memories, 
the “Variable Mode” property should be 
enabled in PME. 

Output Reference 
Length 

Read-only 
Each channel accepts two words of 
analog output data to the Controller 
CPU. 

Diagnostic Reference 
Address 

Valid memory types: %I (default), 
%Q, %G, %M, %T, Symbolic 
Memory* 

The starting address for the channel 
diagnostics data. Used only when 
Module Level Diagnostic Reporting is 
enabled.  

*Note: To support Symbolic Memories, 
the “Variable Mode” property should be 
enabled in PME. 

Diagnostic reference 
Length 

Read-only 

The amount of memory required for the 
channel diagnostics data. When Module 
Level Diagnostic Reporting is enabled, 
two words (32 bits) of diagnostic data 
are allocated for each channel, whether 
the channel is used. 
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Parameter Choices Description 

Module Status 
Reference Address 

Valid memory types: %I (default), 
%Q, %G, %M, %T, Symbolic 
Memory* 

The starting address in memory for 
status information from the module. 

*Note: To support Symbolic Memories, 
the “Variable Mode” property should be 
enabled in PME. 

Module Status 
Reference Length 

0, 32 

The number of module status bits 
reported to the Controller. The data 
format is shown below. 

When set to 0, status reporting is 
disabled. To enable status reporting, set 
this parameter to a value other than 0. 

I/O Scan Set 1 through 32 Assigns the module to an I/O Scan Set 
defined in the CPU configuration 

Inputs Default Force Off (default) or 
Hold the Last State 

In the event of module failure or 
removal, this parameter specifies the 
state of all Channel Value References for 
the module. 

  Force Off = Channel Values clear to 0. 
  Hold Last State = Channels hold their 
last state. 

Module Level 
Diagnostic Reporting Disabled (default) or Enabled 

If enabled, 32 bits of data are allocated 
for each active channel. Diagnostic 
Reporting and Fault Reporting can be 
enabled separately for each channel. 

 

Module Status Format 
Bit Description 

0 Module status 0: Module has failed or is not present 

1: Module OK 

1 Reserved 

2 Field power status 0: Field power not present 
1: Field power present 

3 Reserved 

4 through 7 Error Codes (Given below) 
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Bit Description 

8 Output 1 (Current mode) 
Broken Wire 

0 = No Broken Wire 

 

1 = Broken Wire 9 Output 2 (Current mode) 
Broken Wire 

10 Output 1 Over Temperature 0 = No Over Temperature 

 

1 = Approaching or Exceeding Over Temperature 

11 Output 2 Over Temperature 

12 through 31 Reserved 

 

Error Codes 
Binary Hex Meaning 

0000 0 No errors 

0001 1 Invalid channel 

0010 2 Invalid alarm level 

0011 3 Invalid ramp time or step 

0100 4 Invalid data format 

1000 8 Invalid COMMREQ function 
 

Output Channel Data 
Parameter Choices Description 

Range Type 
Disabled (default), 

Voltage/Current 
Enables/disables the output channel. 

Range 
0 to +10 V (default), -10 to +10 V, 
4 to 20 mA, 0 to 20 mA Selects the analog output type. 
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Parameter Choices Description 

hannel Value Format 
32 Bit Floating Point (default) 

16 Bit Integer 

32 Bit Floating Point: A real value, range 
3.40282e+38 through 3.40282e+38  

16 Bit Integer: The low word of the 32-bit 
channel data contains the 16-bit integer 
channel value. The high word is ignored. The 
application program can write 32-bit signed 
decimal values to the output reference. 
However, the program logic must restrict the 
magnitude of the value to the range +32767 to 
-32768. Exceeding this range results in 
misinterpretation of the sign bit and incorrect 
output channel operation. 

Outputs Default Force to Default Value (default) 
Hold the Last State 

Determines how the output channel 
operates when one of the following events 
occurs: 

The CPU transitions to Stop Disabled mode. 

The CPU transitions to Run Disabled mode. 

There is a loss of backplane power fault. 

There is a nonrecoverable module fault for this 
module. 

There is a critical CPU fault. 

The configuration is cleared. 

Force to Default Value: When an event listed 
above occurs, the module sets the channel 
output to the Default Value set for the channel. 
The channel output remains set to the default 
value until the CPU completes a successful 
reconfiguration of the outputs. If the Default 
Ramp Rate is set to a value other than 0, the 
channel ramps to the default value.  

Hold Last State: When one of the listed events 
occurs, the module retains the last successful 
configured state on its outputs until the CPU 
completes a successful reconfiguration of the 
outputs. 

High Scale Value 
(Eng. Units) 

The defaults and ranges for the four 
scaling parameters depend on the 
configured Range and Channel Value 
Format. 

Scaling is disabled if: 

High Scale Eng. Units = High Scale A/D 
Units 
and 

Low Scale Value 
(Eng. Units) 

High Scale Value 
(A/D Units) 
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Parameter Choices Description 

Low Scale Value 
(A/D Units) 

Low Scale Eng. Units = Low Scale A/D 
Units. 

Default is High A/D Limit of the selected 
range type. 

When Channel Value Format is set to 32 Bit 
Floating Point, range is -3.40282e+38 through 
3.40282e+38. When set to 16 Bit Integer, range 
-32,768 through +32,767. 

High Alarm (Eng. Units) 

Low Alarm (Eng. Units) 

The defaults and ranges for these 
parameters depend on the configured 
Range and Channel Value Format.   

The alarm parameters are specified in 
Engineering Units. To use alarming, Diagnostic 
Reporting or Fault Reporting must be enabled. 

High Alarm: When the channel value reaches 
or exceeds this value, a High Alarm is 
triggered.   

Low Alarm: When the channel value reaches or 
goes below this value, a Low Alarm is 
triggered.   

Outputs Enabled Ramp 
Rate (Eng. Units/ms) 

Valid range: 0.0, or 

Lower Limit: (High Scale Eng. Units -Low 
Scale Eng. Units) / 60,000 
  through High Scale Eng. Units 

The maximum rate at which the output 
will change during normal operation 
(outputs are enabled, and no-fault 
conditions exist). 

A value of 0 disables ramping. 

Default Ramp Range (Eng. 
Units/ms) 

Valid range: 0.0, or 

Lower Limit: (High Scale Eng. Units -Low 
Scale Eng. Units) / 60,000 
  through High Scale Eng. Units 

The maximum rate at which the output 
will change if the Outputs Default 
parameter is set to Force to Default and 
one or more of the events defined for 
Force to Default occurs. 

A value of 0 disables ramping. 

Output Clamping Enable Disabled (default), Enabled 

Disabled: The Upper Clamp Limit is set to 
the same value as the High Scale Value. 
The Lower Clamp Limit is set to the same 
value as the Low Scale Value. 

Enabled: You can select the values for Upper 
Clamp Limit and Lower Clamp Limit. 
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Parameter Choices Description 

Upper Clamp Limit 
(Eng. Units) 

Valid range: 0.0, or  

Lc+ through Heu+, where Lc+ is a 
value greater than the Lower Clamp 
Limit, and Heu+ is a calculated value 
slightly greater than the High Scale 
Value (Eng. Units). 

Default: Heu+. 

Note: If you change the High Scale 
Value (Eng. Units), the Upper Clamp 
Limit is not automatically updated. To 
update it automatically to Heu+, set the 
Output Clamping Enable parameter to 
Disable and then set it to Enabled. This 
also sets the value of the Lower Clamp 
Limit to its default. 

Enabled when Output Clamping is 
Enabled. 

The highest value to which the output can 
be set. If the commanded value exceeds 
the upper clamp limit, the output is set to 
the upper clamp limit and an Upper Clamp 
condition occurs: an alarm is issued if the 
Upper Clamp Alarm Enable parameter is 
set to Enabled under Diagnostic Reporting 
Enable and/or Fault Reporting Enable. 

If Output Clamping Enable is set to Disabled, 
the Upper Clamp Limit is set to the same value 
as the High Scale Value (Eng. Units).  

Lower Clamp Limit 
(Eng. Units) 

Valid range: 0.0, or 

Leu- through Hc-, where Leu is a 
calculated value slightly lower than 
the Low Scale Value (Eng. Units), 
and Hc- is a value lower than the 
Upper Clamp Limit (Eng. Units). 

Default: Leu-.  

Note: If you change the Low Scale Value 
(Eng. Units), the Lower Clamp Limit is 
not automatically updated. To update it 
automatically to Leu-, set the Output 
Clamping Enable parameter to Disable 
and then set it to Enabled. This also sets 
the value of the Upper Clamp Limit to its 
default. 

Enabled when Output Clamping is 
Enabled. 

The lowest value to which the output can 
be set. If the commanded value exceeds 
the lower clamp limit, the output is set to 
the lower clamp limit and a Lower Clamp 
condition occurs: an alarm is issued if the 
Lower Clamp Alarm Enable parameter is 
set to Enabled under Diagnostic Reporting 
Enable and/or Fault Reporting Enable. 

If Output Clamping Enable is set to Disabled, 
the Lower Clamp Limit is set to the same value 
as the Low Scale Value (Eng. Units). 

Default Value (Eng. Units) 

Valid range: 0.000 through 10.500 

Default: 

-10 to +10 V: 0.0 

Other ranges: The lowest value of 
configured Range. 

If the Outputs Default parameter is set to Force 
to Default Value, the channel will be set to this 
value if one or more of the events defined for 
Force to Default Value occurs. 

User Offset 

16 Bit Integer range: -32768 
through 32768 

32 Bit Floating Point, range: -
3.40282e+38 through 3.40282e+38. 0.0 
(default) 

Engineering Units offset to change the base of 
the channel.  This value is added to the scaled 
value on the channel before alarm checking. 
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Parameter Choices Description 

Diagnostic Reporting 
Enable Disabled (default) or Enabled 

(Available only if Module Level 
Diagnostic Reporting is enabled on the 
Settings tab.) 

If Diagnostic Reporting is enabled, the module 
reports channel alarms in the Diagnostic 
Reference memory. Channel alarms can be 
individually enabled. 

Fault Reporting Enable 

If Fault Reporting is enabled, the module logs a 
fault log in the I/O Fault table for each 
occurrence of a channel alarm. Fault reporting 
for channel alarms can be individually enabled. 

 

Input Channel Data 
Parameter Choices Description 

Range Type 
Disabled (default), 

Voltage/Current 
Enables/disables the output channel. 

Input Range 

Disabled (default) 

0 to +10 V, 
-10 to +10 V, 
4 to 20 mA, 0 to 20 mA, 
4 to 20 mA Enhanced 

Selects the analog input type. 

Channel Value Format 
32 Bit Floating Point (default) 

16 Bit Integer 

32 Bit Floating Point: A real value, range 3.40282e+38 
through 3.40282e+38  

16 Bit Integer: The low word of the 32-bit channel data 
contains the 16-bit integer channel value. The high 
word is ignored. The application program can write 32-
bit signed decimal values to the output reference. 
However, the program logic must restrict the 
magnitude of the value to the range +32767 to -32768. 
Exceeding this range results in misinterpretation of the 
sign bit and incorrect output channel operation. 

High Scale Value 
(Eng. Units) 

The defaults and ranges for the 
four scaling parameters depend 
on the configured Range and 
Channel Value Format. 

Scaling is disabled if: 

High Scale Eng. Units = High Scale A/D Units 
and 
Low Scale Eng. Units = Low Scale A/D Units. 

Default is High A/D Limit of the selected range type. 

When Channel Value Format is set to 32 Bit Floating 
Point, range is -3.40282e+38 through 3.40282e+38. 
When set to 16 Bit Integer, range -32,768 through 
+32,767. 

Low Scale Value 
(Eng. Units) 

High Scale Value 
(A/D Units) 

Low Scale Value 
(A/D Units) 
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Parameter Choices Description 

Positive Rate of Change 
Limit (Eng. Units/Second) 

Range: 0.0 (default) through 
3.40282e+38  

Rate of change in Engineering Units per Second that 
will trigger a Positive Rate of Change alarm. If set to 0, 
the limit is disabled. Used with “Rate of Change 
Sampling Rate” parameter. 

Negative Rate of Change 
Limit (Eng. Units/Second) 

Range: 0.0 (default) through 
3.40282e+38 

Rate of change in Engineering Units per Second that 
will trigger a Negative Rate of Change alarm. If set to 0, 
the limit is disabled. Used with “Rate of Change 
Sampling Rate” parameter. 

Rate of Change Sampling 
Rate (Seconds) 

0.06 (default) through 300.0 

Time from 0.06 through 300 seconds to wait between 
comparisons.  If set to 0.0, the module checks after 
every 0.06 second input sample. 

Note: Module will start the Rate of Change detection 
100ms after switching CPU to RUN mode or module 
field power is cycled. This is to ignore any glitches in 
the input signal. 

High-High Alarm (Eng. 
Units) 

The defaults and ranges for 
these parameters depend on 
the configured Range and 
Channel Value Format.   

Alarms and Dead bands 

All the alarm parameters are specified in Engineering 
Units. To use alarming, Diagnostic Reporting or Fault 
Reporting must be enabled. 

High-High Alarm and Low-Low Alarm: When the 
configured value is reached or passed, a Low-Low 
Alarm or High-High Alarm is triggered.  The configured 
values must be lower than/higher than the 
corresponding low/high alarm limits.  

High Alarm and Low Alarm: When the configured value 
is reached or below (above), a Low (High) Alarm is 
triggered.   

High Alarm (Eng. Units) 

Low Alarm (Eng. Units) 

Low-Low Alarm (Eng. 
Units) 

High-High Alarm Dead 
band (Eng. Units) 

High Alarm Dead band 
(Eng. Units) 

Low Alarm Dead band 
(Eng. Units) 
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Parameter Choices Description 

Low-Low Alarm Dead band 
(Eng. Units) 

High and Low Alarm Dead bands: A range in 
Engineering Units above the alarm condition (low dead 
band) or below the alarm condition (high dead band) 
where the alarm status bit can remain set even after 
the alarm condition goes away.  For the alarm status to 
clear, the channel input must fall outside the dead 
band range.  

Alarm Dead bands should not cause the alarm clear 
condition to be outside the Engineering Unit User 
Limits range.  For example, if the engineering unit 
range for a channel is -1000.0 to +1000.0 and a High 
Alarm is set at +100.0, the High Alarm Dead band value 
range is 0.0 to less than 1100.0.  A dead band of 1100.0 
or more would put the High Alarm clear condition 
below –1000.0 units making the alarm impossible to 
clear within the limits. 

User Offset 

16 Bit Integer range: -32768 
through 32768 

32 Bit Floating Point, range: -
3.40282e+38 through 
3.40282e+38. 0.0 (default) 

Engineering Units offset to change the base of the 
input channel.  This value is added to the scaled value 
on the channel before alarm checking. 

Software Filtering Disabled (default) or Enabled 
Controls whether software filtering will be performed 
on the inputs. 

Integration Time (ms) 0 (default) through 4294967295 

Specifies the amount of time in milliseconds for the 
software filter to reach 63.2% of the input value.  

A value of 0 indicates software filter is disabled. A value 
of 100 indicates data will achieve 63.2% of its value in 
100ms.   

Diagnostic Reporting 
Enable Disabled (default) or Enabled 

(Available only if Module Level 
Diagnostic Reporting is enabled 
on the Settings tab.) 

If Diagnostic Reporting is enabled, the module reports 
channel alarms in the Diagnostic Reference memory. 
Channel alarms can be individually enabled. 

Fault Reporting Enable 

If Fault Reporting is enabled, the module logs a fault 
log in the I/O Fault table for each occurrence of a 
channel alarm. Fault reporting for channel alarms can 
be individually enabled. 
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Outputs Default Notes 
• Hot Removal of the module without removing the Field Terminal Block in an I/O Enabled mode will 

result in an undefined output. The outputs will be forced to default by first turning off-field power and 
removing the module’s Terminal Block before hot-removing the module.  

• Resetting the module using SVC_REQ 24 causes all channels to Hold Last State even if Default Value is 
configured. The application program must handle output defaulting before the execution of the Service 
Request. 

• Default Ramp Rate configuration is ignored if backplane power from the power supply is lost. Channels 
configured for Default Value go to the default value immediately. 

• The first time a configuration is stored following a return of backplane power, the Default Ramp rate is 
not used. Any channel configured for Default Value goes to its default value immediately. If analog 
power was not lost and the same configuration is restored on the next powerup, the channel state is 
unchanged from the time the power was lost. The Default Ramp Rate is used for any subsequent 
reconfiguration 

• The operation of clear command is undefined when module “Outputs Default” parameter is configured 
for “Force To Default Value” and CPU is in Stop Enabled mode. For the outputs to stay in Hold Last 
state, place the CPU in Stop Disabled mode before sending a clear command. 

 

Output Default Conditions and Actions 

Condition 
Hold Last State 
or Default 
Value 

Default 
Ramp Rate 
Enabled 

Outputs and 
Ramp Rate 
Enabled 

Channel Output 
Setting 

(Except where 
indicated, field 
power is assumed 
to be present). 

Outputs Enabled and No 
Faults N/A N/A No 

Output goes to its 
commanded value 
from reference 
memory; defaults 
don’t apply. 
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Condition 
Hold Last State 
or Default 
Value 

Default 
Ramp Rate 
Enabled 

Outputs and 
Ramp Rate 
Enabled 

Channel Output 
Setting 

(Except where 
indicated, field 
power is assumed 
to be present). 

N/A N/A Yes 

Output is ramped to 
the commanded 
output from 
reference memory 
at the Outputs 
Enabled ramp rate. 
Defaults don’t 
apply. 

Outputs Disabled, 
Fault Mode, or 
Reconfiguration 

Default Value No N/A Output is set to the 
Default Value 

Default Value Yes N/A 

Output is ramped to 
the Default Value at 
the Default ramp 
rate, starting at the 
last commanded 
value before 
entering mode. 

Hold Last State N/A N/A 
Output is held at 
the last 
commanded value 

Loss of Backplane 
Power or First 
Configuration Store 
after Powerup 

Default Value N/A N/A 
Output is set to the 
Default Value. 

Hold Last State N/A N/A 
Output is held at 
the last 
commanded value. 

Reset with SVCREQ 24 
or Cleared 
Configuration 

N/A N/A N/A 
Output is held at 
the last 
commanded value. 

Loss of Field Power N/A N/A N/A 
All outputs go to 0V 
and 0mA. 
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Input Scaling 
By default, the module converts a voltage or current input over the entire span of its configured Range. By 
modifying one or more of the four-channel scaling parameters (Low/High Scale Value parameters), the 
scaled Engineering Unit range can be changed for a specific application. Scaling can provide inputs to the 
Controller that are already converted to their physical meaning or convert input values into a range that is 
easier for the application to interpret. Scaling is always linear and inverse scaling is possible. 

All alarm values apply to the scaled Engineering Units value, not to the A/D input value. The scaling 
parameters only set up the linear relationship between two sets of corresponding values. They do not have 
to be the limits of the input.  

Example: 

For a voltage input, 6.0 volts equals a speed of 20 feet per second, and 1.0 volt equals 0 feet per second. 
The relationship in this range is linear. For this example, the input values should represent speed rather 
than volts. The following channel configuration sets up this scaling:   

High Scale Value (Eng. Units) = 20.000 

Low Scale Value (Eng. Units) = 0.000 

High Scale Value (A/D Units) = 6.000 

Low Scale Value (A/D Units) = 1.000 

For this example, 1.0V to 6.0V is the normal voltage range, but the module will attempt to scale the inputs 
for a voltage that lies outside the range. If a voltage of 10.0V were input to the channel, the module would 
return a scaled channel value of 36.000. The application should use alarms or other precautions for scaled 
inputs that are outside the acceptable range or otherwise invalid. 

Figure 1:  Input Scaling 

 

 

Rate of Change Alarms 
The ALG542 can detect both Negative Rates of Change and Positive Rates of Change in Engineering Units 
per Second.  When either of the Rate of Change parameters is configured to be non-zero, the module takes 
the difference in Engineering Units between the previous sample and the current sample, then divides by 
the elapsed time between samples.   
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If the Engineering Unit change from the previous sample to the current sample is negative, the module 
compares the rate change with the Negative Rate of Change parameter.  

If the Engineering Unit change between samples is positive, the module compares the rate change with the 
Positive Rate of Change parameter value.   

In either case, if the rate of change is greater than the configured rate, a rate of change alarm occurs. The 
actions were taken by the module following the alarm depending on the enabled rate of change actions 
that have been set up in the Diagnostic Reporting Enable and Fault Reporting Enable parameters.   

The Rate of Change Sampling Rate parameter determines how frequently the module compares the Rate 
of Change. The minimum value which can be used with this parameter is 0.06 seconds i.e., the module can 
compare the rate of change after every 0.06 seconds.   

The module will start the Rate of Change detection only after 100ms on switching CPU to RUN mode or 
module field power is cycled. This is to ignore any glitches in the input signal: 

 

I/O Data: ALG542 
This module uses two %AQ references and four %AI references, depending on the configuration. Data in 
the %AI and %AQ registers is in 16 bit 2’s complement format.  

Figure 2: I/O Data Format 

 

 

Input Data 

The module reports its channel input data in its configured input words, beginning at its assigned Channel 
Value Reference Address. Each channel occupies 2 words, whether the channel is used: Depending on its 
configured Channel Value Format, each enabled channel reports a 32-bit floating-point or 16-bit integer 
value to the CPU.   

In the 16-bit integer mode, the low word of the 32-bit channel data area contains the 16-bit integer channel 
value.  The high word (upper 16-bits) of the 32-bit value is set with the sign extension of the 16-bit integer. 
This sign-extended upper word allows the 16-bit integer to be read as a 32-bit integer type in logic without 
losing the sign of the integer. If the 16-bit integer result is negative, the upper word in the 32-bit channel 
data has the value 0xFFFF.  If the 16-bit integer result is positive, the upper word is 0x0000. 
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Output Data 
The module drives its channel output data in its configured output words, beginning at its assigned 
Channel Value Reference Address. Each channel occupies 2 words, whether the channel is used: Depending 
on its configured Channel Value Format, each enabled channel drives analog voltage/current 
corresponding to a 32-bit floating-point or 16-bit integer value driven by CPU.   

In the 16-bit integer mode, the low word of the 32-bit channel data area contains the 16-bit integer channel 
value.  The high word (upper 16-bits) of the 32-bit value is set with the sign extension of the 16-bit integer. 
This sign-extended upper word allows the 16-bit integer to be driven as a 32-bit integer type in logic 
without losing the sign of the integer. If the 16-bit integer result is negative, the upper word in the 32-bit 
channel data has the value 0xFFFF.  If the 16-bit integer result is positive, the upper word is 0x0000. 

 

Channel Diagnostic Data 
In addition to the input data from field devices, the module can be configured to report channel 
diagnostics status data to the CPU. The CPU stores this data at the module’s configured Diagnostic 
Reference Address. Use of this feature is optional. 

The diagnostics data for each channel occupies 2 words (whether the channel is used or not): 

When a diagnostic bit equals 1, the alarm or fault condition is present on the channel.  When a bit equals 0 
the alarm or fault condition is either not present or detection is not enabled in the configuration for that 
channel.  

For each channel, the format of this data will be as shown below the table. 

Bit Description 

0 Low Alarm 

1 High Alarm 

2 Under-range 

3 Over-range 

4 Open wire fault 

5 – 15 Reserved (set to 0) 

16 Low-Low Alarm 

17 High-High Alarm 

18 Negative Rate of Change Alarm 

19 Positive Rate of Change Alarm 

20 Lower Clamp 
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Bit Description 

21 Upper Clamp 

22 - 31 Reserved (set to 0) 

 

Ramp Mode Operation for ALG542 
In ALG542, the output channels can be set up to operate in Ramp mode. In this mode, the output goes to 
the new value over a period, instead of changing directly to the new value (Standard Mode). The output 
channel starts a new ramp (either up or down) each time the value in its %AQ reference changes. 

In normal operating mode, the ramp operation of any given output channel is defined by the channel 
configuration parameter ‘Outputs Enabled Ramp Rate (Eng. Units/ms)’. A value of zero indicates that the 
ramp operation is disabled, and the respective output channel operates in Standard mode. 

An output channel can also be set up to operate in Ramp mode using the COMM_REQ command. The ramp 
slope can be set up in the COMM_REQ as: 

1. Ramp Time Mode: A total ramp time from 1 millisecond to 32 seconds. 

2. Ramp Step Mode: A step size of 1 to 32000 counts in every millisecond. 

A channel stays in any one of the above modes until the module receives a new COMM_REQ either 
changing or canceling the ramp operation, or until power is cycled. In this case, the value of channel 
configuration parameter ‘Outputs Enabled Ramp Rate (Eng. Units/ms)’ is overridden by the data sent 
along with the command. The output channel will not change modes even after re-loading the hardware 
configuration.  

After canceling the ramp operation using a new COMM_REQ the value of channel configuration parameter 
‘Outputs Enabled Ramp Rate (Eng. Units/ms)’ is restored and the ramp operation is enabled / disabled 
accordingly. 

1. If the module receives a new COMM_REQ that changes ramp operation while output is in the 
process of ramping, the new ramp settings take effect as follows: 

2. If Ramp mode is turned off during a ramp, the channel goes directly to the value in its %AQ 
reference. 

3. If a channel is set up to ramp over a period, but a new COMM_REQ is received commanding the 
channel to instead ramp in a sequence of measured steps, ramp operation changes as soon as the 
COMM_REQ is processed (if the step is valid). 

If a channel is set up to ramp as a sequence of measured steps, but a new COMM_REQ is received 
commanding the channel to instead ramp over a period, it immediately starts a new ramp using the 
present output as the starting output and the present time as the start time. 

If the module receives a command for an invalid channel, step height, or ramp time, the module ignores 
the command and returns an error code in its %I status references. The error code can be cleared by a 
Clear Errors COMM_REQ or by reconfiguring the module. 
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Clamp Mode Operation 
Output Channel Clamping Enable Upper Clamp Limit (Eng. Units)  

Available when Output Clamping Enable is set to Enabled. The uppermost value to which the output can be 
set. If the commanded value exceeds the upper clamp limit, the output is set to the upper clamp limit and 
an Upper Clamp condition occurs: an alarm is issued if the Upper Clamp Alarm Enable parameter is set to 
Enabled under Diagnostic Reporting Enable and/or Fault Reporting Enable and/or Interrupts Enable.  

Users can use the upper clamp to restrict the maximum output to a value lower than its configured Range 
Type.  

For example, a -10V to +10V channel can be restricted to -10V to +8.5V.  

The Upper Clamp Limit also provides an output over-range capability. 

If Output Clamping Enable is set to Disabled, the Upper Clamp Limit is set to the same value as the High 
Scale Value (Eng. Units).  

Valid range: Lc+ through Heu+, where Lc+ is a value greater than the Lower Clamp Limit, and Heu+ is a 
calculated value slightly greater than the High Scale Value (Eng. Units).  

Default: Heu+. If you change the High Scale Value (Eng. Units), the Upper Clamp Limit is not automatically 
updated. To update it automatically to Heu+, set the Output Clamping Enable parameter to Disable and 
then set it to Enabled. This also sets the value of the Lower Clamp Limit to its default.  

Output Channel Clamping Enable Lower Clamp Limit (Eng. Units)  

Available when Output Clamping Enable is set to Enabled. The lowest value to which the output can be set. 
If the commanded value exceeds the lower clamp limit, the output is set to the lower clamp limit and a 
Lower Clamp condition occurs: an alarm is issued if the Lower Clamp Alarm Enable parameter is set to 
Enabled under Diagnostic Reporting Enable and/or Fault Reporting Enable and/or Interrupts Enable.  

Users can use the lower clamp to restrict the minimum output to a value higher than its configured Range 
Type. For example, a -10V to +10V channel can be restricted from -7.5V to +10V.  

The Lower Clamp Limit also provides an output under range capability. 

 

If Output Clamping Enable is set to Disabled, the Lower Clamp Limit is set to the same value as the Low 
Scale Value (Eng. Units). 

Valid range: Leu- through Uc-, where Leu is a calculated value slightly lower than the Low Scale Value (Eng. 
Units), and Uc- is a value lower than the Upper Clamp Limit (Eng. Units).  

Default: Leu-. If you change the Low Scale Value (Eng. Units), the Lower Clamp Limit is not automatically 
updated. To update it automatically to Leu-, set the Output Clamping Enable parameter to Disabled and 
then set it to Enabled. This also sets the value of the Upper Clamp Limit to its default.  
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Changing Module Operation on Command 
Module ALG542 can respond directly to a specific COMM_REQ (Communication Request) command from 
the application program to: 

1. Clear the module’s %I error code. 

2. Modify the Input alarm limits, and. 

3. Put one or both outputs in Ramp mode and set up the ramp characteristics. 

These changes to the module are not retained during a loss of power. If the module is power-cycled, new 
commands must be sent to the module to again modify the configured alarm limits, or to set up Ramp 
operation for the outputs. 

 

COMM_REQ Command Block 
The format of the COMM_REQ for module ALG542 is shown below. The COMM_REQ Command Block 
specifies a memory type and location to receive status information about the execution of the command 
(word 3), and for the command data (word 9). For more information about using COMM_REQs, see the 
online help and the PACSystems CPU Reference Manual, GFK-2222 

Word Offset Value Description 

Word 1 Must be 0004 Length of the command block 

Word 2 0000 Not used. 

Word 3 Refer to GFK-2222. The memory type of COMM_REQ status word 

Word 4 0-based Offset of COMM_REQ status word 

Word 5 0 Reserved 

Word 6 0 Reserved 

Word 7 E201 hex (-7679 decimal) COMM_REQ command number 

Word 8 0008 Byte length of command data 

Word 9 Refer to GFK-2222 Memory type in the CPU for the Command 
Data 

Word 10 0-based Memory offset for the command data. 
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COMM_REQ Command Data Format  
In the COMM_REQ Command Block (above) words 9 and 10 assign a CPU memory location for eight bytes 
of command data. The program logic can use these bytes to set the parameters of the COMM_REQ. 

1. Word 1 - Command Word 

2. Word 2 - Channel Value Format (0000 - 16 Bit Integer / 0001 - 32 Bit Float). 

3. Word 3 & 4 - Alarm or Ramp data. 

Command to be Performed Word 1 (hex) Word 2 Contents of Word 3 & 4 

Change the specified input / 
output channel’s low alarm limit 
to the value in words 3 & 4. 

0000 (Input 1) 

0001 (Input 2) 

0002 (Input 3) 

0003 (Input 4) 

0004 (Output 1) 

0005 (Output 2) 

32 Bit Float / 
16 Bit 
Integer 

New low alarm limit for the 
input / output. 

Change the specified 
input/output channel’s high 
alarm limit to the value in words 
3 & 4. 

0010 (Input 1) 

0011 (Input 2) 

0012 (Input 3) 

0013 (Input 4) 

0014 (Output 1) 

0015 (Output 2) 

32 Bit Float / 
16 Bit 
Integer 

New high alarm limit for the 
input/output. 

Change the specified input’s 
low-low alarm limit to the value 
in words 3 & 4. 

0100 (Input 1) 

0101 (Input 2) 

0102 (Input 3) 

0103 (Input 4) 

32 Bit Float / 
16 Bit 
Integer 

New low-low alarm limit for the 
input. 

Change the specified input’s 
high-high alarm limit to the 
value in words 3 & 4. 

0110 (Input 1) 

0111 (Input 2) 

0112 (Input 3) 

0113 (Input 4) 

32 Bit Float / 
16 Bit 
Integer 

New high-high alarm limit for 
the input. 
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Command to be Performed Word 1 (hex) Word 2 Contents of Word 3 & 4 

Change the specified input’s 
low alarm dead band limit to 
the value in words 3 & 4. 

0200 (Input 1) 

0201 (Input 2) 

0202 (Input 3) 

0203 (Input 4) 

32 Bit Float / 
16 Bit 
Integer 

New low alarm dead band limit 
for the input. 

Change the specified input’s 
high alarm dead band limit to 
the value in words 3 & 4. 

0210 (Input 1) 

0211 (Input 2) 

0212 (Input 3) 

0213 (Input 4) 

32 Bit Float / 
16 Bit 
Integer 

New high alarm dead band limit 
for the input. 

Change the specified input’s 
low-low alarm dead band limit 
to the value in words 3 & 4. 

0300 (Input 1) 

0301 (Input 2) 

0302 (Input 3) 

0303 (Input 4) 

32 Bit Float / 
16 Bit 
Integer 

New low-low alarm dead band 
limit for the input. 

Change the specified input’s 
high-high alarm dead band limit 
to the value in words 3 & 4. 

0310 (Input 1) 

0311 (Input 2) 

0312 (Input 3) 

0313 (Input 4) 

32 Bit Float / 
16 Bit 
Integer 

New high-high alarm dead band 
limit for the input. 

Change the specified input / 
output channel’s low alarm limit 
by the increment in words 3 & 4. 

0020 (Input 1) 

0021 (Input 2) 

0022 (Input 3) 

0023 (Input 4) 

0024 (Output 1) 

0025 (Output 2) 

32 Bit Float / 
16 Bit 
Integer 

Increment to change the 
input/output configured low 
alarm limit. The increment can 
be + or -. 

Change the specified 
input/output channel high 
alarm limit by the increment in 
words 3 & 4. 

0030 (Input 1) 

0031 (Input 2) 

0032 (Input 3) 

0033 (Input 4) 

0034 (Output 1) 

0035 (Output 2) 

32 Bit Float / 
16 Bit 
Integer 

Increment to change the 
input/output high alarm limit. 
The increment can be + or -. 
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Command to be Performed Word 1 (hex) Word 2 Contents of Word 3 & 4 

Turn off Ramp operation for the 
specified output channel and 
put it in normal mode*. 

0040 (Output 1) 

0041 (Output 2) 
-- -- 

Put the specified output 
channel in Ramp step mode. 
Step increment in words 3 & 4*. 

0050 (Output 1) 

0051 (Output 2) 
32 Bit Float 

Step to be taken (in Eng. 
Units/ms). 

Put the specified output 
channel in Ramp time mode. 
Ramp total time in words 3 & 
4*. 

0060 (Output 1) 

0061 (Output 2) 
16 Bit 
Integer 

Time in milliseconds: 1 to 32000 
(1 ms to 32 seconds) 

Clear the module’s %I error 
code 00C0 -- -- 

*These commands do not modify the configuration parameter “Outputs Enabled Ramp Rate” of the 
specified output channel of ALG542. 

If the requested command is not valid (for example, if the changed alarm limit would be out of range or the 
specified data format in word 2 does not match with the data format used by the channel configuration) 
the module ignores the COMM_REQ command and returns an error code in the module’s %I status data. 
The module does not stop operating; these error bits are informational only and can be ignored. The error 
code remains in the %I status bits until cleared by another COMM_REQ (command 00C0, see directly 
above), or until the module is reconfigured. 

COMM_REQ Error Code 
The first byte of the ALG542 module status data contains a status/error code for COMM_REQ’s sent to the 
module. Only the most recent error is reported; an existing error code will be overwritten if another error 
occurs. Following is the list of supported error codes: 

Error 
Code Description 

0 No Error. 

1 Invalid channel. 

2 Invalid alarm level. 

3 Invalid ramp time or step. 

4 Invalid data format. 
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8 Invalid COMM_REQ 
function. 

The priority of errors is: 

1. Invalid COMM_REQ function (highest priority). 

2. Invalid channel. 

3. Invalid data format. 

4. Invalid data (ramp or alarm parameter) (lowest priority). 

If multiple errors occur, the one with the highest priority is reported in the error code. The module will not 
stop standard operation if an error is detected; these error bits are informational only and can be ignored. 
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Field Wiring: ALG542 
The diagram below shows voltage and current connections for the module.  

Each channel can be configured independently as a voltage or a current channel, not both simultaneously. 

  

Terminal Signal Definition 
1 24VIN User Supplied +24 VDC Input 
2 JMP1 Jumper terminal for connecting 250Ωsense resistor 

for CH1 current mode 
3 JMP2 Jumper terminal for connecting 250Ωsense resistor 

for CH2 current mode 
4 +CH1 Positive connection for differential analog input 

channel 1 
5 +CH2 Positive connection for differential analog input 

channel 2 
6 -CH1 Negative connection for differential analog input 

channel 1 
7 -CH2 Negative connection for differential analog input 

channel 2 
8 JMP3 Jumper terminal for connecting 250Ωsense resistor 

for CH3 current mode 
9 JMP4 Jumper terminal for connecting 250Ωsense resistor 

for CH4 current mode 
10 +CH3 Positive connection for differential analog input 

channel 3 
11 +CH4 Positive connection for differential analog input 

channel 4 
12 -CH3 Negative connection for differential analog input 

channel 3 
13 -CH4 Negative connection for differential analog input 

channel 4 
14 Vout 

CH1 
Voltage output for channel 1 

15 Iout 
CH1 

Current output for channel 1 

16 Vout 
CH2 

Voltage output for channel 2 

17 Iout 
CH2 

Current output for channel 2 

18 V COM Common return for voltage outputs 
19 I RET Common return for User supplied +24 V and current 

outputs 
20 GND Frame ground connections for cable shields 

Figure 3: Field Wiring 
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Release History 

Version Firmware 
Release 

Date Description 

IC694ALG542-FD 2.00 Mar 2026 

Manufacturing location change. No change to fit, form, or function. 

Eurasian Conformity (EAC) certification mark has been removed. 
This revision is no longer certified for import within the Customs 
Union. 

IC694ALG542-ED 2.00 Apr 2024 

Updated product labeling to meet Emerson branding guidelines.  

Label markings have also been revised to ensure compliance with 
applicable regulatory requirements, including: ATEX, UKCA, 
Morocco, and CCC. 

IC694ALG542-DD 2.00 July 2021 This release addresses the module hardware obsolescence. 

IC694ALG542-CC 1.61 Sep 2019 

Following Emerson’s acquisition of this product, changes have been 
made to apply appropriate branding and registration of the 
product with required certification agencies. No changes to the 
material, process, form, fit, or functionality. 

IC694ALG542-BC 1.61 Nov 2015 
Documentation change only. Removed %AI, %AQ, %R, %W from the 
Diagnostic Reference Address and Module Status Reference 
Address module parameters. 

IC694ALG542-BC 1.61 Jan 2014 Resolves an issue that occurred when user power was cycled.  

IC694ALG542-BB 1.60 May 2012 Resolves several rarely-occurring issues that were identified in the 
field and factory testing. 

IC694ALG542-AA 1.00 Sep 2011 Initial release. 

 

Upgrades 

Note: Only ALG542 modules in RX3i racks support firmware upgrades in the field. The firmware of ALG542 
modules cannot be upgraded in Series 90-30 systems. 

An upgrade kit containing firmware version 2.00, 41G1486-MS10-001-A3, is available for download at 
https://www.emerson.com/Industrial-Automation-Controls/support. 

  

https://www.emerson.com/Industrial-Automation-Controls/support
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Compatibility  
Programmer version 
requirements 

PAC Machine Edition version 7.00 SIM 2 or later is required to configure 
the ALG542 module. 

CPU firmware requirements RX3i CPU firmware version 6.70 or later is required to operate the 
ALG542. 

Module firmware upgrade 

The module revision IC694ALG542-CC or before cannot be upgraded 
with the firmware revision 2.00 or later as the firmware is not backward 
compatible. Similarly, module revision IC694ALG542-DD or later cannot 
be updated with any firmware revision earlier than 2.00. 

 

Problems Resolved with this Release 
Subject Description 

Loss of I/O fault is logged for 
analog modules when a Clear All 
Memory command is sent through 
the RX3i CPU’s serial port. 

This release resolves the issue from IC694ALG542-DD since the firmware is 
not compatible with revision IC694ALG542-DC or earlier. 
 
When the Rx3i CPU has more than three analog modules in a rack, PAC 
MACHINE EDITION is communicating with the serial port and sends a Clear 
All Memory command, then any module may unexpectedly log a Loss of I/O 
Module fault. 
To recover from this issue, power cycle the CPU and download configuration. 
Or while cleaning, do not use Clear All, but select the configuration item 
checkboxes. 

When Ramping is enabled outputs 
are not held after a module power 
cycle. 

This release resolves the issue from IC694ALG542-DD since the firmware is 
not compatible with revision IC694ALG542-DC or earlier. 
 
When Ramping is enabled and the module undergoes a power cycle, it does 
not hold outputs in Hold Last state or its Default state. Instead, the 
output goes to 0V/0mA/4mA and Ramps up/down to the new output value. 

When Ramping is enabled, outputs 
do not Ramp from 0V/0mA/4mA 
after a field power cycle. 

This release resolves the issue from IC694ALG542-DD since the firmware is 
not compatible with revision IC694ALG542-DC or earlier. 
 
When Ramping is enabled, a field power cycle holds the previous value and 
starts ramping from that last held value instead of 0V/0mA/4mA. 
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Subject Description 

When STOP mode is configured to 
HOLD LAST STATE and it is 
powered down, outputs may go 
out of range. 

This release resolves the issue from IC694ALG542-DD since the firmware is 
not compatible with revision IC694ALG542-DC or earlier. 
 
When the module is powered down with the outputs configured to the Hold 
Last State, the outputs may go out of range instead of retaining the 
configured output value. 

 

Restrictions and Open Issues  
Subject Description 

Loss of I/O fault is logged for analog 
modules when a Clear All Memory 
command is sent through the RX3i 
CPU’s serial port. 

This is applicable from IC694ALG542-CC and earlier revisions. 
 
When the Rx3i CPU has more than three analog modules in a 
rack, PAC Machine Edition is communicating with the serial port 
and sends a Clear All Memory command, then any module may 
unexpectedly log a Loss of I/O Module fault. 

Constant Sweep Exceeded fault is 
logged when ALGxxx modules are in 
different racks, with at least one 
ALGxxx in a remote rack. 

With the CPU in constant sweep mode, if two or more ALG 
modules are placed in a system such that one ALG module is in a 
remote expansion rack and the others are in a different rack, as 
soon the hardware configuration is downloaded, and the CPU is 
returned to run mode, the CPU logs a fault stating "Constant 
sweep exceeded" in the Controller fault table. 

When Ramping is enabled outputs are 
not held after a module power cycle. 

This is applicable for IC694ALG542-CC and earlier revisions. 
 
When Ramping is enabled and the module undergoes a power 
cycle, it does not hold outputs in Hold Last state or its Default 
state, instead, the output goes to 0V and ramps up/down to the 
new output value. 

When Ramping is enabled, outputs do 
not Ramp from 0V/0mA/4mA after a 
field power cycle. 

This is applicable for IC694ALG542-CC and earlier revisions. 
 
When Ramping is enabled, a field power cycle holds the previous 
value and starts ramping from that last held value instead of 
0V/0mA/4mA. 

When STOP mode is configured to 
HOLD LAST STATE and it is powered 
down, outputs may go out of range. 

This is applicable for IC694ALG542-CC and earlier revisions. 
 
When the module is powered down with the outputs configured 
to the Hold Last State, the outputs may go out of range instead 
of retaining the configured output value. 
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Operational Notes 
Subject Description 

Restriction on Hot-swap 

Hot-swap feature is not supported in any of the Rx3i Expansion 
and Remote expansion backplanes. Doing so may damage the 
module or backplane hardware and disrupt the module 
operations. 

Hot-swap can only be performed in the main rack with field-side 
terminal block removed from the Module.  
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Contact Information and Support Guide 
Questions?  We are here to help. 

Before starting a case or making a call, try searching our Knowledge Base on the Customer Center 
website—it might have the answer you need right away. 

 

If you have a question, try the following steps: 
Search our  

Knowledge Base Open a Support Ticket 
Register for a 

Customer Account 

pacsystems.co/knowledge pacsystems.co/support pacsystems.co/signup 

 

Other Helpful Links 

Customer Center  
Home Page 

Commercial Website Contact Information 

pacsystems.co/customercenter pacsystems.co/commercial pacsystems.co/contactus 

 

 

Emerson reserves the right to modify or improve the designs or specifications of the products mentioned 
in this manual at any time without notice. Emerson does not assume responsibility for the selection, use or 
maintenance of any product. Responsibility for proper selection, use and maintenance of any Emerson 
product remains solely with the purchaser.  

© 2026 Emerson. All rights reserved. 

Emerson Terms and Conditions of Sale are available upon request. The Emerson logo is a trademark and service mark 
of Emerson Electric Co. All other marks are the property of their respective owners.  
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